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PREFACE

Thank you for purchasing a KIPOR water pump.

This manual covers the operation and maintenance of KIPOR water pump: KGP 20,KGP30,
KGP40.

All information in this publication is based on the latest product information available at the time
of approval for printing.

KIPOR reserves the right to make changes at any time without notice and without incurring any
obligation,

Mo part of this publication may be reproduced without written permission.

This manual should be considered a permanent part of the pump and should remain with the
pump if it is resold.

Pay special attention to statemenis preceded by the following words

( Indicates a strong possibility of severe personal injury or death if in-
' AWARNING s Y : L

structions are not followed.

Indicates a possibility of equipment or properly damage if instructions
A CAUTION are not followed.
| A NOTE ] Gives helpful information.

If a problem should arise, or if you have any questions about the pump, consult an authorized
KIPOR dealer.

| AW ARNING KIPOR water pump is designed to give safe and dependable service if
— operated according to instructions,

Read and understand the Qwner's.Manual before operating the waler pump. Failure to do so
could result in personal injury or equipment damage
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11.SPECIFICATION

MODEL KGPEO KGP30 KGP40
Inlet outiet diameter [(mm)in] 50(1.9) 80(3.1) 100(3.9)
Rated flow (m*/h) 22 30 40
Rated lift head [mift)] 15(49) 13(42) 16(52)
Max. lift head[m(ft)] 8(26) 8(26) 8(26)
Self-priming time[s(at 4m))] 80 120 180
Dry weight (kg (1bs)] 26(57.2) 30(66.0) 40(88.0)

Overall dimensicn

(L = W = H )[mm(in}]

480 = 430 » 400 | 510 = 430 = 435 | 650 x 480 = 600

(18.9 x 16.9 x 15.7)(20.1 = 16.8 » 17.1)|(25.6 x 18.9 x 236

Model

KG180 KG200 KG270

Engine Type

Single cylinder, 4-stroke, OHV, gasciine engine

Displacement[cm®(cu in)]

163(9.94) 196(11.96) 270(16.48)

Bore = Stroke [mmiin}]

68 x 45(2.7 x 1.8) | 68 x 54(2.7 x 2.1)| 77 « 58(3.0 x 2.3)

Max.output[kW{Hp)/rpm]

3.6(4.9)/3600 4.4(6.0)/3600 5.8(7 9)y3600

Cooling system

Forced air

Ignition system

Transistorized magneto

PTO shatft rotation direction|

View from the PTO is counterclockwise
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1.SAFETY INSTRUCTION

To ensure safe operation-

| AAWARNING|
& £

Aug

B KIPOR water pump is designed to give safe and dependable ser-

vice if operated according to instructions.

Read and understand the Owner’s Manual before operating the
water pump. Failure to do so could result in personal injury or equip-
ment damage.

B The muffler becomes very hot during operation and remains hot

for a while after stopping the engine. Be careful not to touch the
muffler while it is hot. Let the engine cocl before storing the water
pump indoors.

B The engine exhaust system will be heated during operation and

remain hot immediately after stopping the engine.
To prevent scalding, pay attention to the warning marks attached
to the water pump.

B Always make a pre-operation inspection before you start the engine. You may prevent an
accident or equipment damage.

B For safety. never pump flammable or corrosive liquids such as gasoline or acid. Also, to
avoid pump corrosion, never pump seawater, chemical solutions, or caustic liquids such
as used oil, wine, or milk.

B Place the pump on a firm, level surface lest the pump overturn.

B To prevent fire hazards and to provide adequate ventilation, keep the pump at least 1
meter away from building walls and other equipment during operation. Do not place flam-
mable objects close to the pump.

B Children and pels must be kept away from the area of operation to reduce a possibility of
burns from the hot engine components.

B Know how to stop the pump quickly, and understand the operation of all the conlrols.
Never permit anyone to operate the pump without the proper instructions.

@N ING W To ensure safe operation —

Gasoline is extremely flammable and explosive under certain
conditions.

Refuel in a well-ventilated area with the engine stopped. Do not
smoke or allow flames or sparks in the refueling area or where
gasoline is stored.

Do not overfill the tank (there should be no fuel above the upper
limit mark). After refueling, make sure the tank cap is closed prop-
erly and securely.

Be careful not to spill fuel when refueling. Spilled fuel and fuel
vapor may ignite. If any fuel is spilled, make sure the area is dry
before starting the engine.

Never run lhe engine in an enclosed or confined area. Exhaust
gas contains poisonous carbon monoxide gas; exposure can cause
loss of consciousness and may lead to death.
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When the pump cannot pump the water:

2.SAFETY LABEL LOCATIONS 1.Is the pump fully primed?

PRIMING WATER
FILLER CAP

These labels warn you of potential hazards that can cause serious injury. Read the labels and
safety notes and precautions described in this manual carefully.
If a label cames off or becomes hard to read, contact your KIPOR dealer for a replacement.

2.1s the strainer clogged?

3.Are the hose bands installed securely?
L 4 Are the hose damaged?
I w 5.1s the suction head too high?
= 6.1f the pump still does not operate, take the pump to an autharized KIPOR dealer.
Safety label

STRAINER

HOSE BAND
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10.TROUBLESHOOTING

When the engine will not start:
1.Is the engine switch in the ON position?
2.Is there enough oil in the engine?
3.1s the fuel valve ON?
4.ls there fuel in the fuel tank?
5.1s gasoline reaching the carburetor?
To check ,loosen the drain screw with fuel valve ON.
6.1s there a spark at the spark plug?
a.Remove the spark plug cap.Clean any dirt from arornd the spark plug base then remove the
spark plug.
b.Install the spark plug in the plug cap.
c.Tumn the engine switch ON.
d.Grounding the side eletrode to any engine groud,pull the recoil starter to see if sparks jump
across the gap.
e If there is no spark.Replace the plug.
If ok reinstall the spark plug and try to start the engine again according to the instructions.

7.If the engine still does nol start, take the pump to an authorized KIPOR dealer.

i AW&HN'NG If any fuel is spilled, make sure the area is dry before testing the

spark plug or starling the engine, Spilled fuel or fuel vapor may
ignite.
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NAMEPLATE LOCATION

r KIPOR KGP20 DIESEL PUMP 3 | 4 KIFDR KGP3) DESEL PUMP )

Tyoa: Ar cosledd-stroke DUV Sigla-cyindar gasoing oo [yoe Ar coaedd-stroks THY Snge-cyinde gascing pumg

Bore « Stroke B = B4
mot, Oulet Diameter B0

Bore « Stroke 68 = 45
Iniet, Culet Ciemeter 50
Rotad Fiow 2
Rared Lilt Head 15
Max Lift Head 2]
Exwork Number

Fated Fow 0
Rated Lift Head 13
Max Lift Head 2]
Ex.work Numser

KIPOR KGR0 DIESEL PUMP
Tyne: Ar-cockedd-stroks OV Srngl-cyinder gaciin: pums
Bera « Stroke TT.58 e
indes, Ouet Diamatar 100 nen
Rated Flow A0 m
Rated Lift Head El:3 m
Max Lift Hoad a m

Ex.wors Numbar

KIPOR POWER CO., LTD.
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3.COMPONENT IDENTIFICATION

PRIMING WATER

FILLER CAP FUEL TANK

DISCHARGE PORT

AR
It~ CLEANER
SUCTION PORT ™ MUFFLER
\
OIL DRAIN
PLUG
PUMP DRAIN PLUG REFUELING CAP

HOUSING

STARTER
GRIP
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b. Turn the fuel valve ON and drain the gascline in the fuel tank into the suitable container
tipping the pump slightly lest the control linkage should not catch the drained gasoline.
c. Reinstall the carburetor drain screw

FUEL VALVE

IL DRAIN
PLUG

4.Change the engine ail.

5.Clean the air cleaner.

6. Remove the spark plug, and pour about a tablespoon of clean engine oil into the cylinder.
Crank the engine several revolutions to distribute the oil, then reinstall the spark plug.

7. Pull the starter grip until resistance is fell. This closes the valves so moisture cannot enter the
engine cylinder, and protect the engine from dust and corrosion. Return the starter rope gently.
8. Cover the pump to keep out dust.
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4.PRE-OPERATION FOR STARTING

1.Install the hose connector
Be sure to check that the packing is seated in its place and install the hose connector to the port
on the pump.

PACKING
HOSE COUPLER

HOSE CLAMP RING

2.Connect the suction hose.

Use commercially available hose, hose connector and hose bands. The suction hose must be
of reinforced, noncollapsible construction. Suction hose length should not be longer than
necessary, as pump performance is best when the pump is not far above the water level. Self-
priming time is also proportional to hose length.

The strainer that is provided with the pump should be attached to the end of the suction hose
with a band, as shown.

| A CAUTION Always install the strainer on the end of the suction hose before

pumping. The sirainer will exclude debris that can cause clogging or
impeller damage

STRAINER

HOSE BAND
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